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Abstract Herein, we describe a number of key issues that
concern the commercialization of organic light-emitting
diodes for display applications. We will firstly outline the
historical and market contexts that show the potential for
organic electronics as a viable display technology. Next, we
will discuss the chemical structures for a range of both small-
molecular and polymer organic semiconducting compounds,
and how the electronic properties are governed thereof. Also
we will briefly discuss various common film deposition and
device fabrication strategies. Then, we will describe two
factors that are highly relevant for commercially viable or-
ganic light-emitting diodes, namely charge balance, and de-
vice degradation. Finally, we will outline some methods for
achieving the high-volume throughput of organic electronics
via well-established technologies that are used in the printing
industry.
1. Introduction
Organic electronics has been highlighted as an area with real-
world commercial potential [1–3]. Nowadays, it is possible
to create a wide variety of organic materials, some of which
are conductive, some insulating and some semiconducting.
Within these broad classifications, there are a myriad of vari-
ants according to their band gap and electronic properties,
which can be modified by varying the nature of one or more
key functional groups of the compound, and also by exter-
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nal factors such as doping. Furthermore, by fine-tuning the
chemical structure of these materials it is possible to obtain a
wealth of different results. This opens up avenues of flexibil-
ity that hitherto have not been found in other fields of research
within optoelectronics and photonics, and in practical terms
has allowed the realisation of items such as the full-color
display. In addition, due to the fact that these materials are
formulated using well-established chemical processes, their
costs remain low.
At the moment, the most promising applications for
organic electroluminescent devices are backlights for liq-
uid crystal displays, simple alphanumeric displays, and ul-
timately full-color active matrix displays. Organic light-
emitting diode (OLED) technology is used already for small
displays in various consumer devices such as cell phones,
digital cameras, in-car hi-fi, and watches. Since OLED based
displays do not have to be back-lit, they have the poten-
tial to be thinner and lighter than conventional LC displays.
Furthermore, since only the pixels that are switched on will
emit light, power consumption can be greatly reduced com-
pared to LCDs where the entire panel must be backlit con-
stantly. OLED displays also have the clear potential to pro-
vide higher contrast and truer colors, higher brightness, wider
viewing angles, better temperature tolerance, and faster re-
sponse times than LCDs.
There are several additional reasons why the use of organic
materials is attractive. Clearly, there exists a far greater poten-
tial for large-area and low-cost applications for organics as
compared to their inorganic counterparts. Organic electronic
materials can be deposited at room temperature using sim-
ple, industrially applicable techniques such as spin-coating,
inkjetting, and printing (e.g. flexo, microcontact, gravure).
Using such techniques, it is also possible to print organic
electronic materials, onto a wide variety of substrates in-
cluding flexible foils. The combination of these advantages
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means that organics have particular relevance for the fabrica-
tion of low-cost, lightweight, mass-produced electronic items
(well-documented products include E-paper and RFID tags).
Even though the first products using organic displays have
been introduced onto the market, there remains a wide scope
of scientific activity in the field. One significant challenge in
using organic materials is that devices (particularly OLEDs)
commonly degrade over short timescales compared to their
inorganic counterparts. This means that the achievement of
commercially practicable organic-based devices, that possess
suitable lifetimes, may well require a parallel development
of additional technologies; e.g. encapsulation and gettering.
Other important goals include higher device efficiencies and
lower operating voltages.
2. Historical perspective
Today, conventional non-conjugated polymers (“plastics”)
are widely used for a myriad of industrial and household ap-
plications. Polymers are attractive for use as substitutes for
structural materials such as wood or metals because of their
high strength and light weight. The first studies of semicon-
ducting organic materials focused on small molecular crys-
tals. In 1960 photoconductivity was observed in crystalline
anthracene [4]. Interestingly, from the measurement of the
time evolution of the transient photocurrent, a hole mobil-
ity of 0.3 cm2 V−1 s−1 was deduced, which is still large by
modern standards. Soon afterward, electroluminescence in
anthracene was reported by Pope in 1963 [5]. However, until
the early eighties, organic semiconductors were merely con-
sidered to be a scientific curiosity and little potential for any
applications in the electronics sector could be foreseen at that
time. A significant step forward for organic electronics was
achieved by the fabrication of efficient double-layer small
molecular OLEDs by Tang and VanSlyke in 1987 [6]. On the
other hand, during the late seventies, research was extended
from small molecules to include conjugated organic poly-
mers as conducting materials [7]. The discovery of electrolu-
minescence from sandwich structures containing thin films
of poly(phenylene vinylene) (see later, Fig. 3(a)) [8] was,
however, the turning point that suggested the applicability of
polymers as well as small molecules for organic displays.
Over the last several years, the primary motivation for all
efforts in research in the area of organic electronics is its
potential for new and low-cost applications not accessible to
conventional inorganic semiconductors. Recent advances in
OLED research have largely addressed the fundamental chal-
lenges of emission color, efficiency and lifetime [2]. Organic
thin films have also been extensively researched for the fabri-
cation of thin-film transistors (TFTs) [9] and solar cells [10].
Developers envisage organic TFTs to be used in wide rang-
ing, low-performance applications such as product labeling
Fig. 1 The organic electronics roadmap: achieved and expected car-
rier mobility values for various organic semiconducting materials. Also
shown are common mobility values that are achieved using silicon-
based technologies. Reproduced with permission from [11]
and smart cards, as well as backplane drivers in OLED and
LCD displays, where information processing at relatively
low speed, but on large-areas is required. Organic TFTs as
building blocks for functional circuits have been investigated
for many years, but only recently has their performance been
sufficient to attract serious attention from industry. Figure 1
shows the advances in charge carrier mobility that have been
achieved by various organic semiconductors over the past few
years [11]. It is clear that the hole mobility of pentacene has
in fact surpassed that of the current leader in the large-area
device sector, namely amorphous silicon.
3. Market considerations
Organic electronics clearly dovetails with chemical and semi-
conductor industries, in which competition is fierce. How-
ever, academic institutions, larger companies and smaller
enterprises have contributed greatly to the growth of what
is widely recognised to be a commercial prospect with im-
mense potential. The display analysis firm iSuppli speculates
that the market revenue for OLEDs in applications including
mobile phones, media players and televisions will rise to $
2.9 billion in 2011, up from $408 million in 2005. OLED
unit shipments will rise to 60 million units in 2005, nearly
double the 31 million units in 2004. The present makeup
of research into organic electronics includes firms such as
Philips, Merck Chemicals, Sumitomo, Cambridge Display
Technology, Dupont-Teijin, Agfa, Microemissive Displays,
Plastic Vision, Thales, Optrex, Siemens, Infineon, ST Micro-
electronics, Konarka, Molecular Vision, Plastic Logic, Os-
ram, Elam-T, VTT, Qinetiq, IBM, Samsung, Sony, Sharp,
Kodak, Epson, and Aixtron. This is a testimony to the wealth
of potential in this field, and also demonstrates the close-
ness to commercialisation of several types of organic-based
devices.
An ever-expanding base of knowledge has furthermore re-
sulted in large gains in performance and lifetime. Examples
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of technologies that may be introduced or will benefit from
these materials are free-form advertising signs, pricing la-
bels, PDAs and displays for the telecommunication and
automotive industry, as well as security applications. As
there has been rapid growth in terms of material choice,
the opportunities for this field have not yet been fully ex-
ploited. Nevertheless, commercial products using organic
semiconductors have now appeared on the market, includ-
ing small molecule based segment color displays (Pioneer),
monochrome passive matrix displays (Philips), and full-color
active matrix displays for digital cameras (Kodak/Sanyo).
Prototypes have also been shown of large area displays, e.g.
a 17” inkjet printed RGB (Toshiba) and a 20” vacuum de-
posited RGB display (IBM/Chi Mei), and of plastic tran-
sistor driven electrophoretic (Philips/E-Ink, Polymer Vision
and Plastic Logic/Gyricon) and liquid crystal (Philips, Plas-
tic Logic) displays. Many other developments are underway
e.g. related to displays and including electrochromic modes
of operation (NTera).
Finally, of note: the fact that the charge carrier mobil-
ity of pentacene has now surpassed that of amorphous sili-
con (see Fig. 1) is a commercially significant achievement.
Amorphous silicon is at present the dominant technology for
backplane drivers in active-matrix LCDs (as well as being
heavily utilized in other large-area electronic devices, such as
solar cells) and currently occupies the second largest position
in the global electronic materials market, behind crystalline
silicon but well above photonic materials such as gallium
arsenide and nitride. On paper therefore, it has been proved
that organic electronics have the real potential to supplant
current amorphous silicon technology if the hurdles of de-
vice reproducibility, volume/large-area production, cost, and
lifetime are overcome.
4. Current OLED design and fabrication strategies
4.1. Molecular/polymer structure
The molecular structures of a range of common organic
semiconducting small molecules are shown in Fig. 2, and
various conjugated polymers are displayed in Fig. 3. In
the past, it has been common practice to distinguish be-
tween those materials that are hole-transporting and those
that are electron-transporting. It is not always easy to de-
fine what constitutes good charge transport, but we may
say generally mobilities that are greater than 10−4 cm2
V−1 s−1 and no carrier trapping (although dispersive ma-
terials that exhibit shallow trapping on a similar timescale
to the charge carrier transit time may still be good hole
transporters). Examples of materials that possess good
hole transport are the triphenylamine derivative molecule
TPD [12] and 4,4′,4′′-tris(3-methylphenylphenylamino)
Fig. 2 Common small-molecular organic semiconductors: (a) N,N′-
diphenyl-N, N′-(3-methyl-phenyl)-1, 1′-biphenyl-4, 4′-diamine (TPD),
(b) 4,4′,4′′-tris(3-methylphenylphenylamino) triphenylamine (MT-
DATA), (c) aluminium 8-hydroxyquinoline, (d) 2-(4-biphenylyl)-5-(4-
tert-butylphenyl)-1,3,4-oxydiazole (PBD)
Fig. 3 Common organic semiconducting polymers: (a) poly(phenylene
vinylene) (PPV), (b) poly(9,9-dioctylfluorene) (PFO), (c) poly(9,9-
dioctylfluorene-co-bis-N,N-(4-butylphenyl)-bis-N,N-phenyl-1,4-
phenylenediamine) (PFB), (d) poly(9,9-dioctylfluorene-co-
benzothiadiazole), (e) poly(ethylene dioxythiophene) (PEDOT)
which is commonly doped with (f) poly(styrene sulphonic acid)
(PSS)
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triphenylamine (MTDATA) [13] (Fig. 2(a) and 2(b)) and
the conjugated polymers poly(9,9-dioctylfluorene) (PFO)
(Fig. 3(b)) [14] and poly(9,9-dioctylfluorene-co-bis-N,N-(4-
butylphenyl)-bis-N,N-phenyl-1,4-phenylenediamine) (PFB)
(Fig. 3(c)) [15]. Excluding PFO, the common feature within
these compounds is the incorporation of nitrogen atoms into
the conjugated network; the donor functionality of the N lone
pair generally results in an enhancement of hole transport.
This has the additional effect of lowering the ionization po-
tential of the compound and therefore facilitating the hole
injection process.
Notable molecular materials that are commonly utilized
as electron transporters are aluminium 8-hydroxyquinoline
(Alq) [16] and 2-(4-biphenylyl)-5-(4-tert-butylphenyl)-
1,3,4-oxydiazole (PBD) (please see Fig. 2(c) and Fig. 2(d))
and the conjugated polymer poly(9,9-dioctylfluorene-co-
benzothiadiazole) (Fig. 3(d)) [17]. Although Alq is well-
utilized as an electron transport layer, its charge transport
properties are unexceptional, with mobilities typically rang-
ing between 10−5 and 10−6 cm2 V−1 s−1 and it generally
displays significant electron trapping [16]. For the other com-
pounds, the oxydiazole and thiadiazole-rings are electron de-
ficient, which results in improved electron transport within
these compounds.
It was previously thought that the goal of both good hole
and electron mobility within a single material was unachiev-
able and that, in particular, good electron mobility was hard
to obtain. Historically, the range of electron transporters has
been conspicuously smaller than that of hole transporters.
However, it has been reported that the electron trapping
within Alq is greatly reduced if the material is extensively
purified prior to deposition, and the electron mobility is mea-
sured in the absence of atmospheric contaminants (particu-
larly oxygen) [18]. The electron injection from a Mg/Al elec-
trode into Alq is ohmic but the addition of oxygen results in
a Schottky barrier being formed [19]. It has also been ob-
served that the electron mobility of C60, an excellent electron
transporter, reduces by three orders of magnitude upon the
exposure of oxygen [20]. Recent studies of organic transis-
tors have furthermore demonstrated that n-type conductivity
within conjugated polymers is possible if electron trapping at
the semiconductor(dielectric interface is minimized by use of
a hydroxyl-free dielectric [21] [22]. Indeed, within a range
of materials that were previously considered simply good
hole-transporters, including PFO, ambipolar charge carrier
mobility (i.e. similar mobility values for both electrons and
holes) was observed. This observation has attracted interest
within the community, as it suggests that the reason why most
organic electronic materials transport holes rather than elec-
trons is an extrinsic rather than an intrinsic property. It also
allows the realization of novel devices, e.g. light-emitting
transistors.
Fig. 4 (a) Organic molecular beam deposition apparatus. (b) Configu-
ration of hot-wall deposition
4.2. Deposition methods
Conjugated polymers are commonly deposited by dissolving
in an organic solvent such as toluene, xylene, chloroform or
chlorobenzene followed by spin-coating or drop-casting. The
details of these experimental procedures are not outlined here
but generally, the resulting films are amorphous. For small
molecules, the most commonly utilized method is organic
molecular beam deposition (OMBD) (see Fig. 4(a)) whereby
organic molecules are evaporated onto a thermally stabilized
substrate under high or ultrahigh vacuum (UHV) conditions
[23]. An alternative technique where small molecules are
deposited onto a range of substrates is organic vapor-phase
deposition [24] where the molecules are transported to the
substrate by means of a carrier gas. One significant advantage
for this technique is that ultrahigh vacuum conditions are not
required.
The deposition of crystalline organic thin films, however,
is of considerable interest as the charge carrier mobilities
are likely to be greatly improved as compared to their amor-
phous counterparts. The standard method to deposit crys-
talline thin films is organic molecular beam epitaxy (OMBE),
which requires lattice-matched growth conditions and a care-
ful control of factors such as deposition rate and temperature
[25]. However, an interesting but less researched technique
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for the deposition of ordered organic thin films is hot-wall
deposition (HWD) [26]. Figure 4(b) shows the configura-
tion used to deposit thin films using this technique. As in
OMBD, the source material is sublimed but the main feature
is a heated liner that is used to enclose and direct the vapor
to the substrate. The effect of this liner is to obtain better
control of the thermodynamic equilibrium between the in-
cident molecules and the substrate, which facilitates crystal
growth of the resulting thin film. Hot-wall epitaxy (HWE) on
well-ordered substrates represents one simple and promising
alternative to conventional OMBD, and has also been shown
to be appropriate for Van der Waals epitaxy, as demonstrated
by the growth of organic molecular thin films comprising e.g.
oligomers and fullerenes [27].
4.3. OLED device structure
An organic polymer LED (PLED) consists of at least one
undoped semiconducting layer that is sandwiched between
two electrodes, as depicted in Fig. 5(a). The hole-injecting
anode must be transparent for the light to emanate and is
usually made of indium tin oxide (ITO). Most commonly,
poly(ethylene dioxythiophene) (PEDOT, see Fig. 3(e)) doped
with poly(styrene sulphonic acid) (PSS, see Fig. 3(f)) is used
as the hole-injecting electrode within PLEDs as it facilitates
Fig. 5 : (a) Common device structure for polymer-based light-emitting
diodes (PLEDs). (b) Band diagram for PLED operation
hole injection into the organic emitting layer [28, 29]. The
cathode normally consists of a low work function metal, com-
monly Ca, in order to minimize the electron injection barrier
to the organic layer. The band diagram for a typical single-
layer (i.e. polymer) OLED is shown in Fig. 5(b). Charge car-
riers, electrons and holes, are injected from either electrode
on each side, by applying a voltage, and both carrier types
drift towards each other in the applied field. The incumbent
holes and electrons form excitons (binding energy typically
0.3 eV [30]), which then recombine to produce light. For
vacuum-deposited small molecular OLEDs (SMOLEDs), the
device design is similar although PEDOT:PSS is normally not
used as a hole-injecting layer, and instead SMOLEDs typ-
ically consist of an amorphous thin film heterostructure of
an undoped hole-transporting layer (HTL) and an electron-
transporting layer (ETL). Recombination takes place at the
interface between these two layers. The most common bi-
layer SMOLED device consists of TPD as the HTL, and Alq
as the ETL and recombination layer [6].
5. Performance aspects
There are clearly several competing factors that govern the
output efficiencies of organic light-emitting diodes. Crucial
points include: optimizing the luminescence quantum ef-
ficiency and lifetime (control of photophysical processes),
singlet versus triplet emission [31] (spin statistics will play
a vital role in governing the internal quantum efficiency of
an organic device), and the outcoupling of the emitted light.
However, herein we will only focus on two issues that are
also critical; charge balance, and degradation.
5.1. Charge balance
The efficiency of an organic LED is clearly critical for both
sufficient brightness and also low power consumption. Bal-
anced hole and electron currents are essential in order for
the device efficiency to be maximized, by ensuring that the
recombination zone is kept towards the center of the device.
If the emission zone exists close to either of the electrodes,
the radiative evanescent electric field has been shown to be
dissipated by dipole-image dipole coupling with the metal-
lic electrode [32]. Drift-diffusion simulations of the charge
carrier densities of both holes and electrons have been par-
ticularly useful in identifying the position of the recombi-
nation zone within organic LEDs [33]. Especially in the
case of single-layer PLED devices, the correct balance of
holes and electrons is very difficult to achieve because it
requires a compromise of the four interplaying factors of
hole barrier height, hole mobility, electron barrier height,
and electron mobility. This is further complicated if the
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mobilities are highly field-dependent as is the case for several
materials.
We will discuss these factors with relevance to the
common electrode materials used in PLEDs. PEDOT:PSS
(Fig. 3(e) and Fig. 3(f)) is a common hole-injecting mate-
rial and possesses a work function of 5.2–5.4 eV [28]. Or-
ganic semiconductors that possess an ionization potential (Ip)
that is significantly greater than this value will form block-
ing (Schottky-type) contacts with PEDOT:PSS. Conversely
a common electron-injecting material is calcium that pos-
sesses a work function of 2.8 eV. Values of electron affinity
(Ea) well below this value will result in a blocking contact
for electrons into the material. So as our first example, PFB
(Fig. 3(c)) possesses a fairly large hole mobility (greater than
10−4 cm2 V−1 s−1 as previously mentioned). But, electron
transport within this material is very poor as the carriers are
trapped within a very short range, and furthermore, the bar-
rier to electrons is large, owing to the low electron affinity
of PFB (taking the HOMO energy of PFB as 5.1 eV [15]
and an approximate figure of bandgap of 3.0 eV, the electron
affinity will be close to 2 eV). The second example is BT
(Fig. 3(d)) that possesses a large electron affinity of approx-
imately 3.2 eV and a reasonably large electron mobility of
10−4 cm2 V−1 s−1 [17]. However, it possesses a large ioniza-
tion potential of approximately 6.0 eV. The large barrier to
hole injection has tended to make BT considered unsuitable
for use in isolation within LEDs. The third example is PFO
(Fig. 3(b)), which possesses a relatively large hole mobility
(10−4 cm2 V−1 s−1) but conversely hole injection into the
material is poor due to its large ionization potential (5.8 eV)
[34]. We note that previous measurements have shown that
the bulk electron transport within PFO sandwich structures
is quite poor. But, we refer the reader to the previous discus-
sion of n-type FET operation that has been observed recently
in PFO, amongst other polymers (Sec. 4.1). Clearly, there is
some ambiguity in the exact nature of electron mobility in
organic semiconductors, but it appears that electron transport
is highly sensitive to trapping which depends on the purity
of the organic semiconductor, and is reduced by the elim-
ination of oxygen and moisture (also remember that FETs
conduct charge only over a few monolayers close to the gate
dielectric, so the results may not be directly related to bulk
measurements of mobility within an organic thin film).
There are some strategies for improving charge balance
within these materials. For PFO, it has also been shown
that one may increase the hole current, and hence improve
the electroluminescence efficiency, by blending the polymer
with a molecule which possesses a lower value of ionization
potential, which facilitates better hole injection into the poly-
mer [35]. Conversely, it is possible to improve charge carrier
balance within PFO devices, by reducing the hole mobility
of the material. This has been achieved for example by dop-
ing the polymer with a hole-trapping small molecule [36].
As a consequence of the importance of charge carrier bal-
ance, low hole mobilities have been shown to be required for
high values of electroluminescence quantum efficiency to be
achieved. Within poly(p-phenylene vinylene) (PPV)-based
OLEDs (see Fig. 3(a) for the chemical structure of PPV),
the optimum hole mobility for high electroluminescence ef-
ficiency was shown to be approximately 10−7 cm2 V−1 s−1
[37].
5.2. Degradation
Critically, the performance characteristics for organic LEDs
have historically been hindered by poor device lifetime. Par-
ticularly in the case of blue-emitting organic diodes, lifetimes
of less than 10 000 hrs have largely prevented the usage of
organic LEDs in commercial environments. However, recent
strides have improved the operating lifetime of organic poly-
mer devices to more industrially applicable levels.
Thermal instabilities within the organic thin film have
been demonstrated to be a common cause of device failure.
Variations in morphology due to low glass transition tem-
peratures and/or crystallization upon device operation are
clearly causes of degradation [38]. But, chemical oxidation
is also likely to be a candidate for any degradation process
occurring within these types of material, and indeed, var-
ious studies have demonstrated the presence of a reaction
between the organic semiconductor and oxygen in degraded
devices [39, 40]. However, the conflicting and possibly co-
related mechanisms of aggregation/morphological changes
and chemical oxidation may be difficult to separate. His-
torically, there has been some controversy concerning these
degradation processes. For example within polyfluorene de-
vices, a consequence of the degradation process is a broad
and featureless green emission band (the so-called “g-band”)
[40]. This emission has been ascribed generally to the forma-
tion of fluorenone defects, due to the oxidation of the C-9 site
where long alkyl (or other) substituents are added in order to
promote solubility. However, there has been some conjecture
as to whether the existence of the g-band is due to emission
from fluorenone-based excimers (excited state dimers that
arise due to close proximity of electronically excited aro-
matic systems) or in fact simply localized (i.e. intrachain)
fluorenone π -π∗ transitions [41, 42]. It has recently been
shown that the g-band may be suppressed by the matrix iso-
lation of the oxidized polyfluorene chains by dispersion in
an inert polymer matrix [43], indicating the former; that in-
terchain interactions are required for the appearance of the
g-band.
Another clear indication of a degraded device is the ex-
istence of non-emissive “black-spots”. Earlier studies sug-
gested that these may be formed by the development of indi-
vidual sites where local electrical breakdown of the bulk of
the film occurs [44] but later it was shown that in the case
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Fig. 6 Current transient curves for hole injection from PEDOT:PSS
into a blue-emitting conjugated polymer, for different stressing times at
an applied step voltage of 60 V. Reproduced with permission from [46]
of devices that contained a PEDOT:PSS hole-injecting layer,
the PEDOT was locally dedoped with a concurrent local ox-
idation of the metal cathode [45]. We observed [46] that,
within PEDOT:PSS-containing devices, there was an reduc-
tion of the hole current following strong electrical driving that
was attributable to the loss of ohmic hole injection. Figure 6
shows the evolution of the dark injection (DI) transients after
increasing periods of electrical stress. It is observed that the
magnitude of the injected current decreases as the device is
stressed. Before stressing, the DI transient shows a character-
istic current peak that implies that the hole-injecting contact
is initially ohmic so that the space-charge limit is attained
[47]. As the device is stressed, however, the magnitude of
the dark injection current peak decreases, and its temporal
position shifts to longer timescales. Separate time-of-flight
measurements showed that the bulk mobility within the de-
vice did not change as a consequence of stressing. Therefore,
the changes in DI transients correspond to a loss of ohmic
injection into the film. Furthermore, electroabsorption mea-
surements that probed the built-in field within the device
confirmed that there was the concurrent development of an
interfacial resistance. These findings were consistent with
the dedoping of the PEDOT:PSS layer upon strong electri-
cal driving. We may conclude that the development of hole
injection materials with better stabilities compared to PE-
DOT:PSS will be required in order to overcome these issues.
6. The future - printable electronics
The most significant future development of organic LEDs
will ultimately be industrialization: primarily to reduce costs
and increase throughput whilst not compromising on device
performance or lifetime. Printable electronics has the poten-
tial to achieve this, as it will enable vast existing markets
(devices, displays, PCBs, and so on) to be merged. Major
funding institutions support this effort: For example, the
EU Framework VI Information Societies Technologies pro-
gramme contains several organic printing-based collabora-
tive projects e.g. POLYAPPLY, ROLLED and CONTACT.
There has also been significant progress in the inkjet print-
ing of electronic materials through research carried out within
both large and small enterprises. It is now possible to realise
the fabrication of transistors and full-color displays using this
technique. However, the disadvantages of inkjetting are that it
is slow and the materials are required to be carefully adapted
in order to print correctly. Furthermore, to e.g. achieve a dis-
play resolution of 0.1 mm, it is necessary to pre-pattern the
substrate, which negates some of the cost benefit. However, a
more recent development is the advent of microcontact print-
ing. It is an adaptation of a technique known as flexography,
which is well-established within the printing industry. A pro-
cess for the realisation of transistors has been established but
not on an integrated device scale (less than 0.1 mm line widths
in structures extending over tens, or hundreds of square cen-
timetres) that would be needed for the fabrication of printed
integrated circuits with a reasonable functionality.
Current projects often build on other traditional forms of
printing. As an example, the CONTACT project addresses
the usage of gravure contact printing of complete organic
electronic devices (transistors in this case, but the technol-
ogy could be adapted for the printing of OLEDs) layer-by-
layer. Contact printing is an area that has not received signif-
icant attention in the past, and this is in large part due to the
unavailability of test and experimentation gear of sufficient
quality. The project is based upon the usage of the com-
mercially available gravure printer known as the LABRAT-
ESTER (please see Fig. 7): this is an inverted geometry pre-
cision sheet printer, i.e. the substrate sheet is cylindrical and
mounted on the roller, that is capable of printing at a wide
range of pressures and speeds (up to 1 ms−1) using custom-
made flat gravure plates. The machine can also be reconfig-
ured to test flexo. It needs minimal amounts of ink (around 0.5
mL per sheet), structures from 20 μm to 500 μm scale have
been printed, and it also needs minimal amounts of training.
Fig. 7 Configuration of LABRATESTER for the gravure printing of
organic electronic devices onto flexible substrates
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7. Conclusion
Although this review is not exhaustive, it does illustrate some
recent developments within the organic electronics commu-
nity that have the greatest relevance to the future of organic
displays. Both small-molecular and polymer based organic
light-emitting diodes will have their own respective roles to
play in perhaps different market segments. It appears that the
solution-deposition and printing capabilities of conjugated
polymers will stand them in better stead for the realization
of a wide range of marketable products. However, several of
the most recent commercialized products have been based
on small-molecular thin films. Clearly, further gains in de-
vice efficiency, coupled with further breakthroughs in both
understanding and countering the problem of device degra-
dation, will be crucial to the success of the field within the
industrial sectors. Finally, the co-fabrication of both organic
light-emitting diodes and organic transistors as their back-
plane drivers will help to allow a single unified technology
platform to evolve, and compete more strongly with the cur-
rent amorphous silicon/polysilicon based LCD market.
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